
   

MAINTAIN ACCURATE RECORDS* and TEST FREQUENTLY 

*Records must be readily accessible at the facility for a minimum of 3 years and accident/incident reports for 5 years. 
 
The facility must also maintain records* on all of the following: 

serious injury accident reports; incident reports for incidents not requiring medical attention; fecal and vomit 
accidents; maintenance information; bather loads; submerged suction outlet documentation of certification to 
ANSI/APSP-16 2011 standards, installation date, and lifespan; CPO training certificates; Lifeguard and CPR 
training certificates; and Staffing plans and zones of patron surveillance. 

 

Rules Referenced:  CIRCULAR FCS 3-2018:  6.2 RECORD KEEPING AND 7.2 FREQUENCY OF WATER TESTING 

Parameters to Record Frequency of Testing 

Free Available Chlorine (FAC)   

Combined Chlorine Tested daily prior to opening to the public 

Total Bromine   

pH   

Total Alkalinity Tested weekly 

Calcium Hardness Tested monthly 

Temperature   

ORP   

Water Clarity Observed each time a water sample is taken for routine daily testing 

Cyanuric Acid Tested monthly 

Saturation Index Calculated monthly 

Frequency of Water Testing for Pools or Spas that have: 

 
No automated controller to maintain parameters of FAC or bromine, and pH must be manually tested 
using an FAS-DPD Test Kit prior to opening to the public and every two hours while open to the public. 

 

 

Use an automated controller to maintain parameters of FAC or bromine, and pH, must be manually 
tested using a FAS-DPD Test Kit prior to opening to the public and every four hours while open to the 
public. 
 

Note:  The test taken before opening must be a manual test. A pool or spa that utilizes an automatic 
controller may use the electronic readings from that system for the remaining daily tests. 
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